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Telescopic loaders today are at
home on may farms and in
many businesses. Thanks to
their compact design, their
manoeuvrability and high per-
formance they not only replace
traditional frontloader tractors.
With their telescopic boom,
they also offer large businesses
and contractors the most effi-
cient solution today for nearly
all internal handling and trans-
port work. 

To offer a strong alternative in
this segment, CLAAS is
launching the SCORPION tele-
scopic loader, which fully meets
the high requirements of 
modern farming thanks to its
innovative drive concept.

It is the only telescopic loader in
its class that has an infinitely
variable hydrostatic drive with
maximum tractive power. It
makes work more enjoyable!
You can accelerate from 0 to
40 km/h, without changing
gear, have full tractive power at
all times and can rest assured
that the SCORPION will auto-
matically adapt its power
requirement to the circum-
stances.
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Its performance is impressive.
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Flexibly mounted operator
cab with optimum all-round
vision. Page 8

Single-handed joystick oper-
ation for forward and reverse
movement. Page 10

Robust, warp-resistant
frame with side guidance of
the telescopic arm. Page 12

Pivoted telescopic arm set
deep in the frame with effec-
tive boom suspension, up to
8.95 m lifting height and up to
4.1 t lifting power. Page 13

Robust tool carrier for quick
and easy access to tools.

Page 14

Powerful engines with 75, 
88 or 103 kW, positioned at 90°
to the direction of travel
and thus extremely easy to
maintain. Page 16

Efficient, infinitely variable 
VARIPOWER drive
from 0 - 40 km/h. Page 18

Precise and fast hydraulics
with high lifting power and
proportional servo control. 

Page 20

Robust steering axles with
100% differential lock at front. 

Page 22

Agile manoeuvrability thanks
to 4-wheel steering and small
turning circle. Page 22

Minimal maintenance costs
due to easy accessibility of all
main components. Page 24

FIRST CLAAS SERVICE®

round the clock. Page 25

All specifications - Overview.
Page 26

Impressive arguments for the
SCORPION. Page 29
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The concept appeals.
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For precise work 
you also want to have    

a precise view.
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Optimum vision has crucial advan-
tages in day to day work. An unob-
structed view of the front attachment
enables safe loading and unloading
even with high platform gates. An
unrestricted view makes it easier to
position bales or pallets at high work-
ing heights, as the SCORPION does
not have the usual transverse beam
between the windscreen and roof.

Operator cab

Pin-point accuracy can also be achieved when working at
the rear – even if space is tight. All these features combine
to create safety in all work processes, shorten working
cycles, significantly relieve the load on the operator and
increase his efficiency over the entire working day. 

Perfect overview.

You can manoeuvre the machine quickly, accurately and
with inch-perfect precision. At every stage of the opera-
tion, all four wheels are in your line of sight – that is the
optimum in visibility. The generous, spacious, comfortable
cab with panorama windows offers you a real 360°
panoramic view. You have the best possible view of the
loader – in every position.
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With some telescopic loaders, you

have the feeling that the operator has

to actually overcome the technology

in order to get the job done. For

CLAAS, this is a good reason to pro-

vide the new SCORPION with an

ease of use which sets the standards.

You can easily drive this extremely

powerful, compact telescopic loader

with one hand only. Literally!
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Despite being so 
small and 

powerful, it is 
extremely

smooth to drive.

More advantages in everyday opera-

tion.

The new SCORPION has even more up its sleeve to make
your work as pleasant as possible:

• Apply slight pressure to the inch pedal and already the
SCORPION automatically reduces the speed to the
desired level, regardless of the engine speed.  

• The efficient air conditioner ensures the working tem-
perature in the cab is comfortable on cold and hot days
alike.

• Thanks to the optional side and rear window heating,
you always have a clear view.

• A powerful fresh air blower guarantees clean, fresh air
even in dusty conditions.

• Air circulation is standard.

Joystick for optimum driving comfort.

With the SCORPION your left hand never leaves the steer-
ing wheel. All loading functions and the direction of travel
are controlled with your right hand using the convenient
joystick. Mounted on the comfortable seat, it can be opti-
mally adjusted for each operator and can soon be oper-
ated intuitively. All functions are easy to find and easy to
operate.

• Raise/lower  
• Extend/retract telescopic arm
• Tip up/out
• 4th control circuit on/off
• Direction of travel: forwards/reverse/neutral
• Front axle differential lock (100 %) on/off

Steer with your left hand, operate with your right hand,
never again fumble around. This means quick, safe work-
ing periods and increased productivity in day to day use.

Operator cab
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With its telescopic loading system, the SCORPION
reaches discharge heights and ranges that can otherwise
only be achieved by significantly larger machines. Lifting
heights of 6.25 m, 7.10 m or 8.95 m and a lifting power of
3.3 to 4.1 t make the SCORPION a key player in your
business.

Maximum stability.

You can count on excellent stability with the SCORPION.
The main frame offers maximum stability and copes with
extreme forces without a problem. The machine has a very
low centre of gravity, and the good ground clearance and
optimum weight distribution between the front and rear
axles (40 : 60) guarantee optimum off-road work. 

It has more 
muscle than 

any other in its 
class.
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Maximum safety.

Robust telescopic arm segments – guided by mainte-
nance- free wear pads - and an intelligent hose duct
ensure maximum operational safety even in the most diffi-
cult agricultural conditions.

Unequalled capacity.

The massive construction of the telescopic arm's main
bearing, alongside the arm's side guidance in the vehicle
frame, gives the SCORPION a loading capacity so far
unmatched in the industry.

Silver medal.

Performance, comfort and reliability – these will win
you over to the new SCORPION. It has already con-
quered the hearts of the Royal Agricultural Society of
England and was awarded the silver medal in 2006.

SCORPION 9040   8.95 m lifting height 4.0 t lifting power
SCORPION 7040   7.10 m lifting height 4.1 t lifting power
SCORPION 7030   7.15 m lifting height 3.5 t lifting power
SCORPION 6040   6.25 m lifting height 4.0 t lifting power
SCORPION 6030   6.25 m lifting height 3.3 t lifting power

Frame
Telescopic arm
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Remain calm      
under all       

conditions.

The hydraulic cushioning during retraction of the tele-
scopic arm prevents the mast from hitting against the
return stop and eliminates pressure peaks in the hydraulic
system. The strong Z kinematics provides a maximum
implement pivoting angle of 163° – each bucket is thus
emptied safely.

Perfect dampening.

The switchable boom suspension on the telescopic arm
guarantees a much smoother ride for the operator. The
load remains in the bucket.

"Oscillation dampening"

"Soft-Stop"
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Robust tool carrier.

Implements can be attached simply and safely because
the machine is fitted with a robust tool carrier. It enables a
play-free and thus wear-resistant connection between tool
and machine. 

SCORPION 9040 with 
hydraulic levelling.
To compensate for uneven ground in the working area,
the SCORPION 9040 has hydraulic levelling. This is active
between the front axle and frame and allows safe and
precise correction of the machine's side angle (+/- 10°).

Hydraulic levelling on the SCORPION 9040

Frame
Telescopic arm
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For a high loading capacity, you always need strong
thrust. This is the measure for a telescopic loader in daily
use. The SCORPION’s high-torque and yet economical
Deutz engines ensure maximum performance at any
stage of the work.

Three engine units.

The SCORPION is available with 75 kW, 88 kW and 103 kW
as per ISO 9249 (TIER 3). The engines are fitted at a 90°
angle to the direction of travel and are thus easily accessible
for maintenance. All other inspection and maintenance
points are arranged so that they are within easy reach.

In terms of safety too, nothing has been left out. The
engine can only be started if the parking brake is activated.
The repeat start lock ensures that the starter cannot be
actuated when the engine is running.
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Effective radiator.

A large sized harvester radiator package guarantees that
the SCORPION has all temperatures under control –
regardless of how hard you push it or how hot it is outside. 

Powerful reverse fan.

The SCS reverse fan is responsible for cleaning the intake
surfaces. This function is available at all engine speeds.
Radiator contamination and idle times caused by cleaning
are therefore kept to a minimum over the course of the
day (SCS = Self Cleaning System).

Under the  
SCORPION  

bonnet, there is   
space for a lot  

of power.

Engine
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The SCORPION's intelligent VARIPOWER drive is respon-
sible for its impressive handling. It consists of a shifted
gear, a hydrostatic motor with large angle technology
(45°) and the corresponding control elements. Speed and
thrust are permanently coordinated with each other, with-
out intervention by you. When driving into heaped mate-
rial, the SCORPION distributes the power where it is
needed. Entirely safely. That's what makes it so strong.
Compared with the competition, its tractive power is the
best. And another thing unique in the industry: the tractive
power is available without interruption throughout the entire
speed range of 0 to 40 km/h.

VARIPOWER PLUS.

For even higher demands, CLAAS offers a PLUS version
of the new VARIPOWER drive. Here, the performance is
boosted by an additional fixed displacement motor. The
intelligent control ensures automatic distribution of power,
giving you undreamt of driving performance.

It bares its teeth   
at the 

competition.

Comparative illustration of different drive solutions 

CLAAS VARIPOWER PLUS – innovative hydrostatic drive with large
angle drive (45° pivoting angle) plus adapted fixed displacement motor
(SCORPION 9040, 7040 and 6040).

CLAAS VARIPOWER – As above, but without additional fixed
displacement motor – this is the powerful drive solution for the 
SCORPION 7030 and 6030.

Traditional hydrostatic drive with regulating step (can be switched
mechanically or under load). 

Driving performance Tractive power

Hydrostatic drive
2-tier

1st gear
2nd gear

VARIPOWER PLUS

VARIPOWER

Speed [km/h]
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Drive

Front axle with integrated parking brake 
and differential lock (100% – switchable)

Hydrostatic transmission in central
position, linear power flow.
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The SCORPION's hydraulic system is designed so that
you can fully utilise the performance potential of the entire
machine. 

Efficient hydraulics.

A load sensing pump supplies up to 150 litres of oil per
minute and offers excellent performance even at low
engine speeds. Therefore, you can work at significantly
lower speeds, consume less fuel and can count on sig-
nificantly shorter working cycles. Thanks to the accurate
servo pilot control, together with LS valves, several over-
lapping functions can be carried out effortlessly.

The load sensing pump only supplies oil when hydraulic
power is required. This prevents unnecessary oil heating
and power loss. If required, the full oil volume is available
immediately. All hydraulic additional functions are propor-
tionally pilot-operated.

Permanent switching as standard.

The SCORPION is equipped with permanent switching.
For certain applications (e.g. hydrostatic motor operation
for the metered disposal of fodder in stalls), you can use
a potentiometer-controlled creep speed (0 – 7 km/h) plus
hand throttle to match the traction drive to the additional
control circuit.
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Hydraulics

You can lift a lot 
and above all, 

you can do it 
quickly.

Telescopic loader 6030 7030 6040 7040 9040

Hydraulic pump 38 cm3/U (60 cm3/U) 38 cm3/U (60 cm3/U) 60 cm3/U 60 cm3/U 60 cm3/U

Lifting cylinder
Lift 11.5 (9.0) sec 11.5 (9.0) sec 9.0 sec 9.0 sec 12.5 sec
Lower 7.5 (7.0) sec 7.5 (7.0) sec 7.0 sec 7.0 sec 7.0 sec

Tipping cylinder
Tipping up 4.5 sec 4.5 sec 4.5 sec 4.5 sec 5.0 sec
Tipping out 4.0 sec 4.0 sec 4.0 sec 4.0 sec 4.5 sec

Exhaust cylinder
Retracting 7.0 sec 9.0 sec 7.0 sec 9.0 sec 13.0 sec
Extending 6.0 sec 8.0 sec 6.0 sec 8.0 sec 12.0 sec

Speed: Lifting, tipping and exhaust cylinder
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3,60 m

Its VARIPOWER drive makes it 
extremely agile, its steering concept
extremely mobile. You can drive the
SCORPION in several variants. 

Switchable differential lock.

The strong steering axles of the SCORPION allow for effi-
cient power transmission between the machine and the
terrain below. Thanks to the switchable differential lock
(100% lock effect!), the SCORPION can also be used
without restriction on the most difficult of terrain.

Maintenance-free brakes running in oil on both axles guar-
antee absolute driving safety. The electrically switched
parking brake works according to the spring brake principle
in the front axle.

Extreme manoeuvrability.

The 4-wheel steering is ideal for its purpose. The
machine's design allows for a turning radius of 3.60 m -
unbeaten in its class (SCORPION 9040: 3.75 m). This
means you can manoeuvre quickly in the smallest of
spaces and turn safely in one sweep.

If necessary, the pre-selectable crab steering (optional)
allows you parallel offset for effective execution of special
driving manoeuvres.

The reduced manoeuvring effort also significantly reduces
the loading cycles. When driving on the roads, simply
switch to front wheel drive. The rear axle is automatically
fixed in a straight-ahead position. 

The biggest compliment 
you can give

it: it's a real live wire.
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One for all. The SCORPION allows
you to do many things with it.

The hitching areas of the SCORPION are ideally designed
for use in farming.

• Tool carriers with all necessary hydraulic and electric
connections for nearly unlimited hitching possibilities.

• In both hitching areas, hydraulic power with a volume of
up to 105 l can be provided. 

• Wide range of trailer drawbars (country-specific) and
hydraulic and pneumatic trailer brake systems. 

Thus, the SCORPION becomes a tractor that can easily
cope with high trailer loads (country-specific). For many
countries it can be obtained ex works as a farming tractor /
general purpose tractor.

Axles
Steering
Braking
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Timeframes in farming are becoming

smaller and tighter. It's no different on

the farmyard than out in the fields.

Everything has been done to ensure

that the "small" SCORPION is able to

compete with the larger CLAAS

machines such as LEXION, XERION

or JAGUAR in terms of operating

safety.

Minimal maintenance effort.

• Its robust frame is designed for a long service life.
• It is extremely maintenance and service-friendly.
• All main components are conveniently positioned

and can be accessed from a standing position.
• The engines are positioned at a 90° angle and are

thus easily accessible.
• The new tool carrier allows for easytool mounting

and quick changes of tools – even on very uneven
terrain.
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Time is
money. 

The best
thing 
is to save 

both.

Whoever does his best every day,
also deserves the best service.

CLAAS Service technicians and spare parts specialists
can be counted on for professionalism and reliability in
every minute of use. Round the clock, CLAAS importers
and sales partners ensure optimum spare parts supply
and reliable customer service world-wide.

We are there for you, wherever you are.

You can rest assured that we can supply your business
with the necessary spare parts at any time – and not only
that, but with ORIGINAL CLAAS parts which are set
apart by the highest material quality, best function and
long service life.

Maintenance

Our central spare parts warehouse delivers all ORIGINAL
CLAAS parts quickly and reliably all over the world. The
extensive network of CLAAS partners ensures that they
reach their destination as quickly as possible – wherever
you happen to be.

We are speaking the same language.

CLAAS sales partners are some of the world’s most effi-
cient agricultural machinery companies. Not only are they
excellently trained and equipped with specialist tools, but
they also have intimate knowledge of the workings of your
farm and your expectations regarding competence and
reliability.
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It is impressive down to the slightest details.

SCORPION 6030

SCORPION 7040

SCORPION 7030

SCORPION 6040

Load diagram as per En 1459-B, load centre calculated at 500 mm in front of the fork spine.
The load diagrams for 9040 without hydraulic levelling are not shown. Lifting heights calculated with 15.5/80-24 tyres.




